
Active Speaker System

Tweeter 

Mid-Woofer

Power Output

Signal-Noise Ratio

Frequency Response

Input Interface

Cabinet Size (WxHxD)

Net Weight

Input Sensitivity

:  Phase Correction Horn Loaded Ribbon Tweeter

:  5.5" Aluminum Cone Neo Power Mid-Woofer

:  L/R(Treble) 10W + 10W 
   L/R(Woofer) 55W + 55W

:  L/R:≥90dB(A)

:  Balance Input 1000±50mV ; AUX Input 550±50mV
   Bluetooth Input 1000±50mFFs ; Optical Input 350±50mFFs
   Coaxial Input 350±50mFFs

:  46Hz-20KHz

:  AUX, Balance Input, Optical, Coaxial, Bluetooth.
  
:  203 x 355 x 295 (mm)

:  19 Kg (42 Pounds) / Set

FEATURES

*All specifications are subject to change without notice

Continuing the legacy of speaker designer, 
Phil Jones, we bring you the new Airpulse 
A200 Active Speaker System that combines 
reference monitor sound quality with timeless 
retro styling.  

Active HiFi speakers with Hires Audio
Phase Correction Horn Loaded Ribbon Tweeter
5.5” aluminium cone low distortion mid-woofer
25mm MDF with cherry wood veneer finished in satin lacquer
Versatile connectivity including AUX, Bluetooth, USB, Optical and Coaxial
Transparent speaker cable

EAN :  6970582640038


